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Electrical

ELECTRICAL SPECIFICATIONS @ 25°C
TURNS RATIO—POLARITY

INDUCTANCE 0.1V 1KHz
L1-7 (8,2 CONNECTED)

(1°=8):(5=3):(2=7) = 1 : 1.33ct: 1 £ 3%

27mH + 5% @ 80mAdc

DC RESISTANCE 2-7 8.00 MAX
5-3 1.50 MAX
1-8 6.00 MAX
LEAKAGE INDUCTANCE 0.1V, 100KHz
L(56-3)(2,7,1,8 SHORT) 50uH MAX
Cww : 0.1V, 100KHz
(5.3) TO (1.2.7.8) © 150pF MAX

INSERTION LOSS
I = 0.90dB MAX

SEE FIG. 6 (SHT 6)

T0KHz TO 100KHz ELECTRICAL SPECIFICATION @ 25°—CONTD

FREQUENCY RESPONSE 50KHz SEE FIG. 6 (SHT 6) LONGITUDINAL BALANCE : SEE FIGS. 4 AND 5
HARMONIC DISTORTION  : 500Hz
RESPONSE FREQ 27 : ~40dB MIN
RETURN LOSS : LINE AND CKT SIDES
;gggg MAX 1289}3};2 : SEE FIGS. 1,2, AND 3
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